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AutoFlex Connect III SBC Kit Installation Guide  

This procedure explains how to install the AutoFlex Connect III SBC kit (model 
KAFXC3-SBC). The kit is for all models of AutoFlex Connect III controls. 

 

Overview 

This is an overview of the replacement process. 

Follow the steps in the order listed: 

A. Backup database and shut down the control 

B. Remove the noise shield 

C. Remove the old SBC 

D.  Install the new SBC 

E.  Install the USB Isolator 

F.  Verify operation and close the control 

 

Installation 

A. Backup database and shut down the control 

 

If you can access the menus at the control or from a web browser, start at section A. 

If you cannot access the menus, start at section B. 

 

1. Backup the database  

From the control’s home screen, tap Main Menu → Administration → Diagnostics → Backup 

Database. When the message “Do you want to back up your database?” displays, press Yes.  

2. Shut down the display 

On the Configuration screen, tap Shut Down Display. The control goes through a shutdown 

process. When the message “It is now safe to turn off the control.” displays, proceed to the next 

step. 

 

B. Remove the noise shield 

1. Loosen the screws on the right side of the front cover and then open the control. 

2. Loosen the four screws located at the corners of the noise shield.  Do not remove the screws 

completely. 

3. Slide the noise shield up and then carefully pull it out.  

Scan to watch a video 

of these instructions! 



 

 

 AutoFlex Connect III SBC Kit Installation Guide         34840101 

 

4. Switch off the power using the power switch on the bottom board.  

5. Wait for the green LED (L6) on the SBC board to turn off. This may take 2 to 3 minutes. 

 

6. Unscrew the CELLULAR and WI-FI antennas. 

7. Remove the wire nuts from the antenna connectors. 

8. Gently pull the wires out of the enclosure and from the clip. 

 

C. Remove the old SBC 

1. Disconnect the five components shown below in yellow. Be careful not to damage any of the 

cables and wires.  

 

    1-USB Cable,  2-LCD data,  3-LCD power,  4-USB drive,  5-Ribbon cable 

2. Remove the four screws shown above in green on the Communications Controller board to access 

the antenna wire underneath.  
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3. Remove the Communications Controller board and set it aside. 

4. Remove the three screws shown above in red on the SBC board.  

5. Remove the SBC board. 

6. Carefully remove the SIM card from the back of the board. 

 

 

 

 

 

 

 

 

 

 

 

 

D.  Install the new SBC 

1. Carefully install the SIM card on the new SBC board. 

2. Fasten the new SBC board to the back of the display using the three screws. 

3. Connect items B to E as shown below. Be careful not to damage any of the wires or bend any of 

the pins. 

 

4. Make sure the orientation of connectors B and C is as shown below:  
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5. Route the antenna wires behind the Communications Controller board and secure them through 

the clip on the side of the control.  

 

 

6. Insert the ends of the antenna wires, with the O-rings attached, through the holes on the side of the 

enclosure. Fasten them in place using the nuts. 

7. Fasten the external antennas to the antenna connectors. 

 

E.  Install the USB Isolator 

1. Insert USB cable A from the LCD display to the input side of the 

USB isolator. 

2. Insert the output end of the USB isolator into the USB port on the 

SBC board. 

3. Peel off the backing of the double-sided tape on the USB isolator. 
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4. Attach the USB isolator to the enclosure as shown in the photo below: 

 

 

 

 

 

 

 

 

 

 

 

 

F.  Verify operation and close the control 

1. Start the control and verify proper operation.  

2. Once you have verified proper operation, place the noise shield over the four screws and then slide 

it down so that the screws hold it in place. 

3. Tighten the four screws. 

4. Close the cover of the control and then tighten the enclosure screws. 
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